
396 2019-20 CIRCLE TRACK PARTS AND ACCESSORIES

Pro Ultra
Pro Ultra device combines the lightweight 

construction of the carbon fiber Professional 
series and the modern design of the Sport 
II, while allowing easier entry and exit in 
smaller, tighter driver compartments. Pro Ul-
tra uses 100% carbon fiber construction and 
a hollow core for further weight reduction. 
Meets SFI 38.1 specifications.

 Description Medium Large
Pro Ultra, Post Anchor/Sliding 

Tether, SA/SAH Helmet HANDK13235.32SFI —

Pro Ultra, QuickClick/Sliding 
Tether, SA/SAH Helmet HANDK13235.42SFI HANDK13245.42SFI

Pro Ultra, Post Anchor/Sliding 
Tether, No Anchors — HANNAK13245.3FIA/SFI

Adjustable Series
Head and neck restraint features a fully ad-

justable design for those drivers that desire 
truly customized safety and comfort. Suited 
to a wide variety of race cars and seats, 
model adjusts in 5° increments, from 10° to 
40°. Meets stringent SFI 38.1 specifications.

Description Medium Large

QuickClick/Sliding Tether HANDK13034.41SFI —
Post Anchor/Sliding Tether, 

SA/SAH Helmet HANDK13034.321SFI HANDK13044.32SFI

QuickClick/Sliding Tether, 
SA/SAH Helmet HANDK13034.42SFI HANDK13044.42SFI

QuickClick/Sliding Tether, 
No Anchors HANDK12034.421SFI HANDK13044.42SFI

Post Anchor/Sliding Tether, 
No Anchors HANDK13034.32FIA/SFI HANDK13044.32SFI

Hans III
Third-generation head and neck restraint 

features an all-new design with a hollow col-
lar for reduced weight. Injection molded from 
a new polymer, the Hans III is the lightest, 
most comfortable head and neck restraint 
currently available. Meets stringent SFI 38.1 
specifications. 

Description Medium Large

Post Anchor/Sliding Tether HANDK14237.321SFI HANDK14247.321SFI
QuickClick/Sliding Tether HANDK14237.421SFI HANDK14247.421SFI

Post Anchor/Sliding Tether, 
No Anchors HANDK14237.321FIA/SFI HANDK14247.321FIA/SFI

Description Youth

Youth Models
Post Anchor/Sliding Tether HANDK16217.321SFI
QuickClick/Sliding Tether HANDK16217.421SFI

Replacement/Accessory Components

Part No. Description

HANTK1131.3XS Post Anchor Sliding Tether Kit, Extra Short

HANTK1231.4 Post Anchor Sliding Tether Kit, Standard 18"

HANTK1132 Post Anchor Fixed Tether Kit, Standard 18"

HANAK1132.12 Helmet Post Anchors, Pro Model, Aluminum

HANAK1132.12BL Helmet Post Anchors, Pro Model, Blue Aluminum

HANTK1141.3 Sport 2 Sliding Tether Kit, Standard 18"

HANTU11421 QuickClick Sliding Tether Kit Upgrade Kit, Standard 18"

HANTU11421.3 Sport 2 QuickClick Sliding Tether Upgrade Kit, Standard 
18"

HANAK1142.2 Helmet QuickClick Anchors

HANTK1241.4 QuickClick Sliding Tether Kit, Standard 18"

HANTK1241.4S QuickClick Sliding Tether Kit, Short 17"

HANTK1241.4XS QuickClick Sliding Tether Kit, Extra Short 16"

HANTU12421.4 QuickClick Tether With Oval Sliding Hardware

HANK9010 Replacement Gel Padding Kit, Black

Correct Fitment
The angle of the driver's chest when seated should match the 

angle of the Hans® Device. When correct, the Hans® rear collar 
will not interfere with the helmet or seat.

Hans® Sizing
Neck size is the starting point for Hans® sizing. These are 

merely guidelines, driver comfort is the deciding factor. 
Size Description

11"
Super Small12"

13"
14" Small15"
16" Medium17"
18"

Large19"
20"

Model 10° 
Extreme Upright

Model 20° 
Upright

HANAK1132.2HANAK1142.2

QUICK CLICK POST ANCHORS
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